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BASEPLATE MATERIAL AND FINISH DATA

NUT AND RETAINER MATERIAL AND FINISH DATA

CODE [ BASEPLATE MATERIAL [ FINISH CODE_[NUT MATERIAL [RETAINER MATL. [FINISH
A [ALUMINUM NONE S| STEEL STEEL AND CRES [CAD PLATE
M [ALUMINUM ANODIZE CR | CRES CRES PASSIVATE
CR | CRES PASSIVATE THREAD T DATA AND DIMENSIONS
AlBJC[DJE]RTH
CODE| THREAD SIZE MAX | MAX | MAX | DIA | MAX | MIN | MAX
OPTIONAL PRIMER 08 [.164-32 UNC-28B
CODE[BASEPLATE_PRIMER 3 [.190-32 UNF-2B].810 | .516 |.250 | .25 |.285 |.095 |.325
P_[EPOXY PRIMER 324 |.190-24 UNC-28B
4 |.250-28 UNF-2B
120 250 20 Unea5] 948 |58 | 275 | 31 |.350 |.125 |.387
NUT OPTION M M4 X 0,7 6H
: 810 | 516 |.250 | .25 |.300 |.095 |.325
CODE[NUT THREAD 5M_|M5 X 0,8 6H
NL_[NON-LOCKING 6M M6 X 1,0 6H  |.948 [ 585 |.275 | .31 |.350 [.125 [ 387
EXAMPLE PART NUMBER
\ L opTioNaL NON-LOCKING NUT
OPTIONAL PRIMER COATING ON BASEPLATE
NUT AND RETAINER MATERIAL - CRES NUT AND CRES RETAINER
THREAD SIZE T - .190-32 UNF-28B
BASEPLATE MATERIAL — ALUMINUM
BASIC PART NUMBER
e, S, T s S CARSON CITY

DIMENSIONAL TOLERANCES AND SYMBOLS PER ANSI | PENDING.
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